§28.515

§28.515 Submergence test as an alter-
native to stability calculations.

(a) A vessel may comply with this
section in lieu of the remainder of the
requirements in this subpart. A certifi-
cation plate installed under 33 CFR
part 183, subpart B, is acceptable evi-
dence of compliance with this section.

(b) A vessel which is fitted with in-
board engines and loaded as described
in paragraph (e) of this section must
float in calm water, after being sub-
merged for 18 hours, so that—

(1) For an open vessel, any portion of
the vessel’s gunwale is above the wa-
ter’s surface; or

(2) For a decked vessel, any portion
of the main deck is above the water’s
surface.

(c) A vessel which is fitted with an
outboard engine must be loaded as de-
scribed in paragraph (e) of this section
and must float in calm water after
being submerged for 18 hours so that—

(1) The vessel has an equilibrium heel
angle of less than 10°;

(2) Any portion of the vessel’s hull is
above the water’s surface; and

(3) Any portion of the lowest 3 feet
(0.91 meters) of the vessel’s hull is not
more than 6 inches (152 millimeters)
below the water’s surface as measured
at the lowest point on the following—

(i) The gunwale, for an open boat; or

(ii) The main deck, for a decked ves-
sel.

(d) A vessel which is fitted with an
outboard engine must be loaded as de-
scribed in paragraph (f) of this section
and must survive the submergence de-
scribed in paragraph (c) of this section,
except that the equilibrium heel angle
must not exceed 30° and the vessel
must float with the lower end of the
vessel not more than 12 inches (0.31 me-
ters) below the water’s surface in calm
water.

(e) For the tests described in para-
graphs (b) and (c) of this section, a ves-
sel must be complete in all respects,
except that machinery which would be
damaged by water may be replaced
with equivalent fixed weight in the
same location as the machinery it re-
places. The vessel must be loaded with
weight to represent the most adverse
loading condition. The most adverse
loading condition normally includes
the maximum weight of fish in its
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highest possible location. Weights
must be substituted for operating per-
sonnel at 165 pounds (734 Newtons) per
individual and may be substituted for
fishing gear. The substitute weights
may be located transversely so that
the vessel floats level prior to being
submerged. The two largest air cham-
bers, or compartments of a decked ves-
sel not used as fuel tanks, that con-
tribute buoyancy to the vessel must be
flooded.

(f) For the test described in para-
graph (d) of this section, a vessel must
be complete and loaded as described in
paragraph (e) of this section, except
that the center of gravity of the equiv-
alent maximum fish load must be lo-
cated to one side of the vessel’s center-
line by a distance equal to one-fifth of
the maximum transverse dimension of
the fish storage space.

[CGD 88-079, 56 FR 40393, Aug. 14, 1991, as
amended by USCG-2004-18884, 69 FR 58344,
Sept. 30, 2004]

§§ 28.520-28.525 [Reserved]

§28.530 Stability instructions.

(a) Intent. The intent of this section
is to ensure that vessel masters and in-
dividuals in charge of vessels are pro-
vided with enough stability informa-
tion to allow them to maintain their
vessel in a satisfactory stability condi-
tion. The rules provide maximum flexi-
bility for owners and qualified individ-
uals to determine how this information
is conveyed, taking into consideration
decisions by operating personnel must
be made quickly and that few oper-
ating personnel in the commercial fish-
ing industry have had specialized train-
ing in stability. Therefore, stability in-
structions should take into account
the conditions a vessel may reasonably
be expected to encounter and provide
simple guidance for the operating per-
sonnel to deal with these situations.

(b) Each vessel must be provided with
stability instructions which provide
the master or individual in charge of
the vessel with loading constraints and
operating restrictions which maintain
the vessel in a condition which meets
the applicable stability requirements
of this subpart.

(c) Stability instructions must be de-
veloped by a qualified individual.
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